
Accessories

SI–56 Toll Free (800) 445-4155 •   Fax (631) 348-7160 •   www.marsdelivers.com
®

marsdelivers.com

S
E
R
V
IC
E
 &
 I
N
S
TA

LL
A
T
IO
N

Push-On Terminal Kit

The MARS push on terminal kit includes; 
four push on terminal adapters and four screws. 
Converts screw type terminals to
push on. Use with the MARS
18000 series contactors.

MARS NO. DESCRIPTION MARS PACK

93103 (4) push on terminal adapters
(4) screws

1

93103

MARS 
NO. DESCRIPTION WORKING 

PRESSURE 
BURST 

PRESSURE
CASE 
QTY.

79045 1/4" ID - .407 OD 120 PSI 360 PSI 50 Feet
79046 3/8" ID - .532 OD 120 PSI 360 PSI 50 Feet
79047 1/2" ID - .673 OD 90 PSI 270 PSI 50 Feet
79048 5/8" ID - .822 OD 90 PSI 270 PSI 50 Feet
79049 3/4" ID - .986 OD 90 PSI 270 PSI 50 Feet
79050 7/8" ID - 1.111 OD 60 PSI 180 PSI 50 Feet

MARS Pilot Burner Gas Lines

MARS pilot burner gas line 
is 6.5 ft of clean aluminum 
tubing with compression 
nuts and sleeves. Coiled and
individually polybagged. 

MARS NO. DESCRIPTION MARS PACK

79126 1/4” OD x 6.5’ aluminum tubing 1

MARS Clear Vinyl Tubing, - Boxed

MARS NO. DESCRIPTION CASE QTY.
79131 1/4” ID clear tubing 32 PSI - .375 O.D. 100 feet
79132 3/8” ID clear tubing 27 PSI - .500 O.D. 100 feet
79133 1/2” ID clear tubing 24 PSI - .625 O.D. 100 feet
79134 5/8” ID clear tubing 21 PSI - .750 O.D. 100 feet
79135 3/4” ID clear tubing 19 PSI - .890 O.D. 100 feet
79136 7/8” ID clear tubing 16 PSI - 1.015 O.D. 50 feet

79126

79131-36

MARS Heavy Duty PVC Braided 
Line Tubing

•   41°F (5°C) to 140°F (60°C)

79045-79050

MARS NO. DESCRIPTION CASE QTY.

79139 MARS saddle valve 1

MARS Saddle Valve

• Self-tapping
• Provides low volume water
supply for a variety of
appliances using 1/4” inlet
tubes, with out the necessity of
soldering, cutting pipe or drilling

79139

MARS Corrugated Condensate Drain Line

•   Ideal for Ductless Mini-Split 
•   5/8” Diameter, 20 Ft. Long
•   Flexible Ivory 
•   Corrugated non-kink

MARS NO. DESCRIPTION MARS PACK

79127 5/8" Diameter x 20 ft long, Condensate Drain Line 1

79127




